
REQUEST FOR PROPOSAL 

City of Orangeburg Way Finding June 15,2011 

The City of Orangeburg is requesting Proposals for a Way Finding Signage Project that may expand up to 

three phases. The first phase will be a bid for six (6) large primary directional signs, four (4) secondary 

directional signs, and four (4) parking directional signs. 

A Mandatory pre-bid meeting has been scheduled for June 22,2011 @ 1:30pm to answer any 

questions interested bidders may have about the project. The bidder will also need to meet the criteria 

included in the RFP process. (last page of the RFP.) 

All bids will need to be submitted by Tuesday, July 12,2011, with a sign 

sample to City Hall located at 979 Middleton Street. 

The City of Orangeburg reserves the right to accept or reject any and/or all bids. 

The contact for this project is John Singh, 803-533-6000. If possible all questions should be reserved for 

the mandatory pre-bid meeting. 



WAYFINDING SIGNAGE PLAN 
SPECIFICATIONS 

Vendor // fabricator cannot vary from and/or substitute fi:om listed specifications und er 
any circumstances for bidding. 

WAYFINDING SIGNAGE DESCIPTION -There are (4) basic 
designs/models for the way finding program that will need to be 
quoted: 

- LARGE PRIMARY DIRECTIONAL (Direct Mount Panel) 
- SECONDARY DIRECTIONAL (Flag Mount Panel/s) 

- PARKING IDENTIFICATION - An option of Direct Mount Panel or Flag 
Mount Panel/s Should Be Provided 
- OPTIONAL ADD-ON PICTOGRAM SIGN PANELS - This option 

should be made available on every sign style/type and should 
include, but not be limited to, Handicap Parking Accessibility, 
Library, Informational Kiosks, Hospital, Police, Park , etc . 

1.) LARGE PRIMARY DIRECTIONAL (Direct Mount 
Panel): Six (6) Signs 

- SIGN PANEL: 48" x 30" x .125 wW aluminum sign panel routed to 
custom shape 
- REFLECTIVE SHEATING FOR SIGN PANEL: IJ680CR-10 3M 

Scotchlite Engineer Grade 7mm reflective vinyl with comply 
control-tac for background color white (3MW) applied one side. 
(9) year durability sheeting. 

Meets or exceed Federal Specs; L-S 300C 
(Reflectivity 1), ASTM-D--1956-07 

- VINYL OVERLAY FOR GRAPHICS OF SIGN PANEL : 3M High 
Performance Scotchlite Transparent Film. 

Colors TBD 
- DIGITAL PRINTED GRAPHIC FOR SIGN PANEL : A graphical image 

of a rose is to utilized on this type sign which is to be a 1440 dpi3M 
control tac with comply hi-resolution laminated d i gital print 

- SIGN PANEL FASTENING SYSTEM: Custom slip rings for invisible 
mounting/assembly 
- POLE: 4" x 14' x .125" wall, fluted aluminum pole with Kynar 5000 
premium finish 
- FINIAL: 4" Ball Decorative sand cast aluminum. Stainless steel set 
screw/s 
- BASE: 16 .5" x 12.5" Decorative sand cast aluminum . Stainless steel set 
screw/s 
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2. SECONDARY DIRECTIONAL Flag Mount Panel/ s) 

Four (4) Signs 

- SIGN PANEL (informational) : 30" x 24" x . 125" aluminum sign panel routed to 
custom shape 

- SIGN PANEL (decorative): 30" x 6 " x . 125" aluminum sign panel routed to 
custom shape 
- REFLECTIVE SHEATING FOR SIGN PANEL: IJ680CR-10 3M Scotch lite 

Engineer Grade 7mm reflective vinyl with comply control-tac for 
background color white (3MW) applied one side . (9) year durability 
sheering . 

Meets or exceed Federal Specs: L-S 300e (Reflectivity 1). 
ASTM-D--/956-07 

- VINYL OVERLAY FOR GRAPHICS OF SIGN PANEL : 3M High Performance 
Scotchlite Transparent Film . 

Colors TBD 
• DIGITAL PRINTED GRAPHIC FOR SIGN PANEL : A graphical image of a rose 

vine is to utilized on this type sign which is to be a 1440 dpi 3M control tac 
with comply hi-resolution laminated digital print 

- SIGN PANEL FASTENING SYSTEM : Pole to be fabricated with 30.25" x 
.1475" slit on each side to accommodate (1) informational sign panel and 
(1) decorative sign panel. Panells to be secured with custom internal 
bracket and set screws. 

- POLE: 4 " x 14' x . 125" wall , fluted aluminum pole with Kynar 5000 premium 
finish 
- FINIAL: 4" Ball Decorative sand cast aluminum. Stainless steel set screw/s 
- BASE: 16.5" x 12.5" Decorative sand cast aluminum.Stainless steel set 
screw/s 
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3.) PARKING IDENTIFICATION - Direct Mount Panel and Flag Mount Panel options 
should be provided. 

Four (4) Parking signs 
DIRECT MOUNTED PANEL OPTION 

- SIGN PANEL: 36" x 24" x .125" aluminum sign panel routed to custom shape 
- VINYL OVERLAY FOR GRAPHICS OF SIGN PANEL: 3M High Performance 
Scotchlite Transparent Film . 

Colors TBD 
- DIGITAL PRINTED GRAPHIC FOR SIGN PANEL: A graphi cal image of a 

rose is to utilized on this type sign which is to be a 1440 dpi 3M control tac 
with comply hi-resolution laminated digital print 

- SIGN PANEL FASTENING SYSTEM: Custom slip rings for invisible 
mounting/assembly 
- POLE: 4" x 14' X .125" wall, fluted aluminum pole with Kynar 5000 premium 
finish 

- FINIAL: 4" Ball Decorative sand cast aluminum. Stainless steel set screw/s 
- BASE: 16. 5" x 12.5" Decorative sand cast aluminum . Stainless steel set 
screw/s 

FLAG MOUNTED PANEL OPTION 

- SIGN PANEL (informational) :30" x 24" x . 125" aluminum sign panel routed to 
custom shape 
• SIGN PANEL (decorative): 30" x 6" x .125" aluminum sign panel routed to 
custom shape 
• REFLECTIVE SHEATING FOR SIGN PANEL : IJ680CR-10 3M Scotch lite 

Engineer Grade 7mm reflective vinyl with comply control-tac for 
background color white (3MW) applied one side. (9) year durability 
sheeting . 

Meets or exceed Federal Sp ec if i co ti o ns -S 300e (Reflectivity f ) . ASTM -D-./956-
07 

- VINYL OVERLAY FOR GRAPHICS OF SIGN PANEL: 3M High Performance 
Scotchlite Transparent Film. 

Colors TBD 
- DIGITAL PRINTED GRAPHIC FOR SIGN PANEL : A graphical image of a rose 

vine is to utilized on this type siQn which is to be a 1440 dpi 3M control tac 
with comply hi-resolution laminated digital print 

- SIGN PANEL FASTENING SYSTEM: Pole to be fabricated with 30.25" x 
.1475" slit on each side to accommodate (1) informational sign panel 
and (1) decorative sign panel. Panelfs to be secured with custom internal 
bracket and set screws. 

- POLE : 4" x 14' x . 125" wall , fluted alumi num pole with Kynar 5000 premium 
finish 
- FINIAL: 4 " Ball Decorative sand cast aluminum . Stainless steel set screw/s 
- BASE: 16 . 5" x 12.5" Decorative sand cast aluminum. Stainless steel set 
screw/s 
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4.) OPTIONAL ADD-ON PICTOGRAM SIGN PANELS - This option should 
be made available on every sign style/type and should include , but not 
be limited to , Handicap Parking Accessibility , Library , Informational 
Kiosks , Hospital, Police , Park,etc . Quantity is to be determined . 

- SIGN PANEL: 12" x 12" x . 125" aluminum sign panel routed to custom 
shape 
- REFLECTIVE SHEATING FOR SIGN PANEL: IJ680CR-10 3M 

Scotchlite Engineer Grade 7mm reflective vinyl with comply control­
tac for background color white (3MW) applied one side. (9) year 
durability sheeting. Meets or exceed Federal SpecVications: L-S 300e ( 
Reflectivity I). AST-I4-D--1956-07 

- VINYL OVERLAY FOR GRAPHICS OF SIGN PANEL: 3M High Performance 
Scotchlite Transparent Film. 

Colors TBD 
- DIGITAL PRINT~D GRAPHIC FOR SIGN PANEL:A graphical image 

of a rose IS to utilized on this type siqn which is tQ 1)e a 1440 dpi3M 
control tac with comply hi-resc5lutionlaminated digital print 

- SIGN PANEL FASTENING SYSTEM: Custom slip rings for invisible 
mounting assembly 

All PICTOGRAM SIGNS ARE 12" tall 

In addition to the above, the following specifications should be 
adhered to on all signage &/or components: 

- CLEARANCE :.AII informational sign panels (excluding pictograms) 
shall have a minimum 7' clearance from graae. 

- BREAKAWAY: Breakaway to be included on all posts as mandated by FHA 
- POST MATERIAL: All post material is to be extruded aluminum with a 

minimum wall thickness of . 125 , finish to be semi gloss Kynar 5000 
premium super durable finish. 

- FINIALS: Finials are sand cast aluminum using virgin material. Parts are 
powder coated with Tiger Drylac 

Series 38 super durable powder, semi gloss black finish . Set screws are 
stainless steel. 

- POST BASES : Post bases are sand cast aluminum using virgin 
material. Parts are powder coated with TiQer Drylac Series 38 super 
dur~ble powder, semi gloss black finish. set screws are to be 
stainless steel. 

- PRE-TREATMENT PRIOR TO FINISHING : All of the aluminum 
products are to be pre-treated before powder coating to prevent 
adhesion problems and oxidation under the finish . Parts are to be 
acid washed , steam cleaned and sealed prior to powder coating or 
painting. 



RFP PROCESS: Time is of the essence. All dates, including RFP deadlines must 
be adhered to or the bid will be excluded from consideration . All bids should 
include the following and include cost/price if applicable: 

- PLANNING AND DESIGN: List I price as separate line item . 
- WAYFINDING SIGNS: List I price each model/ design with a complete 

description and as a separate line item. Quantities nave not been determined _ 
- STORAGE: List I price storage cost for all, or partial, signage components for 

up to (12) months as the way finding plan may be implemented in stages . 
- INSTALLATION: The City of Orangeburg will install all way finding signs on the 
sign schedule. 
- WARRANTY: Provide in detail warranty information on all components of way 

f[nding signage to include labor if a sign has to be repaired I serviced in the 
field. 

• EXPERIENCE IN WAYFINDING SYSTEMS: All bidders should posses an 
expertise in the field of way finding signage planning , design and 
implementation . All bidders must provide a minimum of (3) way finding 
P,roje.cts for review. This includes photographs, sign schedules, shop 
arawlngs and mapping. 

- REFERENCES I PROOF OF PERFORMANCE : All bidders must submit (3) 
references for previous way finding projects. References should include all 
contact information for the person responsible for coordinating the way 
finding project for their respective entity. 

SAMPLE PROVIDED FOR ASSESMENT I CONSIDERATION : a full size 
parking directional using the FLAG MOUNTED panel sign from 
specifications provided by the City must be submitted by all bidders, including full 
graphical intent and all components of said sign, to be considered for project. 


